
 

PRODIPE CL21 LANEN CELLO MICROPHONE  

129,00 € tax included  
Reference: PRCL21

PRODIPE CL21 CELLO MICROPHONE

A totally new range of instrument mic systems for recording all your acoustic instruments live.

We have perfected an electret capsule that can take up to 140dB. At that level of performance the capsule will preserve the full harmonic
envelope and warmth of your instrument.

Cellos come in various sizes, so they need a fully adaptable mounting system. We have created a clamp which is flexible, ingenious and
easy to attach. The mic's flexible gooseneck allows you to place it at the very heart of the sound.

The clamp also provides excellent protection from vibration, so no risk of dents or scratching.

The top features of the CL21 Cello mic:
- Excellent natural sound.
- Very high acceptable sound pressure level (140 dB).
- UHF compatible (with PRODIPE UHF B210 SOLO or UHF B210 DUO systems - sold separately and available soon).
- Flexible gooseneck for fast, easy mounting.
- Lightweight rubber clamp specific to the instrument.
- Very high level of protection from instrument vibration.
- Mini XLR to XLR connector adaptor ensures that the mic lead is properly positioned on your instrument (48V phantom power supply
required for wired connection)

Specifications:
- Kind of microphone: Condenser
- Brand: Prodipe
- Directivity: Cardioid
- Impedance: Output: 2.2 KO
- Sensitivity: -47dB ±3dB (0dB=1V/Pa at 1KHz)
- Pression max. SPL: 140dB
- Signal - noise: 68dB
- Frequency response: 50Hz - 20KHz
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